
需要提起主机时，请按住主机
锁紧按钮

松开锁紧按钮，将支撑杆插入
主机，锁紧各个固定掰手

4

5
可
伸
缩
调
节
高
度

主
机
向
下
放
于
底
座

2

1

3

如图所示：依次装好各部件

烫头架

挂衣钩

挂衣杆组件

夹紧片

导汽管

挂烫衣板

支撑杆

固定掰手

导汽管固定件

控制区域

水箱

烫头

手套板

量杯

毛刷

（以下示意图仅供参考，具体以实物为准）

1

水箱盖

主机锁紧按钮

戴手套板可防烫。 挂烫衣板可以辅助熨烫衣
服，包括边角和下摆。

挂烫式（适合休闲服装熨烫）

需要除毛时，可配合毛刷
使用。

夹紧片可以用来固定
裤子，方便熨烫。

1.熨烫时不要长时间按压一个地方，以免损伤衣物；
2.熨烫时请采取防护措施，以免蒸汽出口偶然滴水导致烫伤；
3.偶尔有“咕噜”声，向上拉直导汽管即可继续使用；
4.熨烫过程中，请勿将导汽管过度弯折或U型管熨烫；
5.使用后请勿立即拆下导汽管，需冷却30分钟之后操作。

熨烫注意事项

清洁保养

定期清洗：
从出汽口或加水口加少量水摇晃整机数次后，倒掉机器内
剩余水。

加/排水注意：
加水少于3杯,关机30分钟后方可把整机倒过来排水。
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更换衣物时烫头可以挂在挂烫
衣板上的烫头挂钩上。

平烫式（适合商务服装熨烫）

衣物可以平放熨烫。

２.水箱加水，请使用纯净水，注意加水最好不要超过最高水位线，
     一定不能超过3×   。
     温馨提示：正常使用时请勿在出汽口加水。

３.接通电源

最高水位线

1.开机
    按下“开关”键，启动开机。

2.功能
    按下“功能”键，选择合适档位。

3.缺水提示
    机器发出报警声或指示灯闪烁提醒缺
    水，加水后长按功能键3秒，或者关
    机后再开机，可恢复使用。
   （缺水提醒超5分钟会自动关机）

1.按下“开关”键，等一会即可出蒸汽；
2.“毛绒”档蒸汽量最大，“丝绸”档蒸汽量最小。

MAX

1.将导汽管固定件的凸台
   标志对准“    ”标志，
   并插到底

2.顺时针旋转导汽管固定
    件，锁紧到位。

2

正
方
向
拔
出
，
即
可
拆
下

可
上
下
移
动

标示卡扣对准第一、二节支
撑按压到位即可。

使
用
完
旋
转
，
即
可
拆
下 标示卡扣对准第一、二节支

撑按压到位即可。

Quick Start Manual

The service will be provided immediately 
just by scanning with WeChat.

Please read this manual carefully before use, and store properly.

Garment Steamer

 

Release the locking button, 
insert the support rod in the 
main machine, and lock each 
fixed clamp.

4

5

T
e

le
sc

o
p

ic
 h

e
ig

h
t a

d
ju

stm
e

n
t

2

1

3

As shown: install all components in sequence

Steamer headstock

Clothes hook

Clothes rod assembly

Clamping piece

Steam conduit

Garment steamer 
board

Support rod

Fixed clamp

Steam conduit 
fixture

Control area

Water tank

Steamer head

Cover of the
water tank

Main machine
locking button

Measuring glass

Gloves board

Brush

(The following diagram for reference only, prevail in kind)
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Component Description

When it is required to lift the 
mainmachine, press and hold 
the mainmachine locking 
button
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Installation instructions
Installation of support rod assembly

Insert

Insert

Insert

1.Align the boss marking on the 
  steam conduit fixture with "     ", 
  and insert to the end.

2.Clockwise turn the steam conduit 
   fixture to lock in place.
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Installation instructions
Installation of the steam conduit

Installation of the garment steamer board

Front view 

Side view 
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Press in place when marking snap 
aligns with the first and the second 
support sections.
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Press in place when marking snap 
aligns with the first and the second 
support sections.

10

Instructions for use

2.Fill water in the water tank, please use the purified water, pay attention to
   that it is better the water does not exceed the maximum water level, 
   and ensure that the water does not exceed 3x     .

3.Engage the power

Maximum water level

1.Start
    Press the "Power" key to start the machine.

2.Functions
    Press the "Function" key to select the appropriate gear.

3.Water shortage tip
    The machine sounds an alarm or the indicator light 
     flashes to remind water shortage, and the machine can 
     be reused by pressing and holding the function key for 
     3 seconds after filling the water, or restarting after 
     power off. 
     (The machine will automatically shut down more  than 
     5 minutes after the water shortage tip)

1. Press the "Power" key, and wait a minute so that the steam will come out.
2.The steam amount is maximum in the "Plush" gear, and the steam amount is minimum 
    in the "Silk" gear.

Key Control

Warm Tips:

Power

Functions

MAX

The steamer head can be hung on the 
steamer head hook on the garment 
steamer board when changing clothes.

Flat ironing type (for business clothing)

Clothing can be placed
 flat for ironing.

Ironing method
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The clamping piece 
 can be used to fix 
 the pants for 
 convenient ironing.

To remove lint, used 
 in conjunction with a 
 brush.

Wear gloves board 
to prevent scalds.

The garment steamer 
 board can assist in
 ironing clothes, 
 including corners and 
 hems.

Garment steamer type (for casual wear)

Ironing method

1. Do not press the same place for a long time during ironing to avoid damage to 
    the clothes.
2.During the ironing, please take preventive measures ,to avoid burns when 
   occasional dripping at the steam outlet. 
3. Occasional "grunt" sound . straighten up the steam conduit so that the machine 
   can continue work.
4. In the ironing process, do not bend the steam conduit excessively oriron in a 
    U-shaped state.
5. Don’t remove the steam conduit immediately after use, it can remove after 
    machine has been cooled for 30 minutes.

Cleaning and maintenance

Regular cleaning:
Fill in a small amount of water from the steam outlet or filling water 
port of the machine, shake the whole machine for several times,
and drained the remaining water from the machine.

Precautions of fill water and Drain:
Fill water does not exceed three of measuring glass.Overturn the 
machine and drain only after the machine has been shut down for
30 minutes after use.

Precautions
Warm Tips:
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YGD12B1

YGD12B1
1.2
(L)

6.9Kg

YGD12B2

Indicates that this model is equipped with this accessory

Indicates that this model is not equipped with this accessory

Product performance standards: GB4706.1-2005  GB4706.84-2007
Electrical schematics: Refer to "Routine Maintenance Manual"

338x358
  x1600
   (mm)

1800
 (W)

220V~
/50Hz

YGD12B2
1.2
(L)

6.9Kg
338x358
  x1600
   (mm)

1800
 (W)

220V~
/50Hz

Product Specification

Model Brush
Measuring 

glass
Gloves 
board

Garment 
steamer 

board

Model
Water 

tank
capacity

Product 
weight

Rated 
power

Rated 
voltage/

frequency

Product 
dimensions

Function 
gear

Electrical 
schematics

Microcomputer 
type

Gentle ironing/ 
Standard ironing/ 

Strong ironing

Microcomputer 
type

Gentle ironing/ 
Standard ironing/ 

Strong ironing

Ccessories

Product Certificate

 See the nameplate

Qualified

 QC-02

Laser code on the nameplate at
the back of the garment steamer:

Example: 1501071801 indicates the product 
was producedin 01 line at the No.18 Section 
on January 7, 2015.

All data on this document have been carefully checked; 
if there are any printing errors and omissions or 
misleading content, please consult us.
Note: If there is any technical improvement for the 
product, such technical improvement will be compiled 
into the new-version manual without prior notice.
If there is any change in product appearance and color, 
prevail in kind.

Test date:

Test conclusion: 

Inspector No.:

Year

Month

Day

Section Code

Line Class

4

Buckle

Remove

顶部安装示意图

1.缩短支撑杆
    到适合自己
   平烫的高度。

2.旋转挂烫衣板后面的烫头挂钩，
到侧边位置。

3.将挂烫衣板中间的柱子插入到烫头
  架中间的孔。 

烫头挂钩

将毛刷直接扣合与烫头边缘，用力按压即可扣紧，
用完反向拆下即可。

4

扣紧

拆下

1.挂好需熨烫的衣物，挂烫衣板可挂在侧面使用。

3

2.Rotate the steamer head hook 
behind the garment steamer 
board to the side position

9

Installation instructions

Engage the brush head directly with the edge of the 
steamer head, press firmly to fasten it, and then 
remove reversely after use.

Top view 
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3.Insert the post in the middle of the
   garment steamer board into the 
   hole in the middle of the steamer 
   headstock.

Steamer head hook

Installation of the brush

Instructions for use

1.Hang the clothes requiring ironing, for which the garment steamer board can be 
  hung on the side for use.
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YGD12B1

YGD12B2

表示此型号配置有此附件

表示此型号不配置此附件

产品执行标准：GB4706.1-2005  GB4706.84-2007
电气原理图：请参考《日常保养手册》

量杯

Preparation广东美的环境电器制造有限公司
地址：广东省中山市东凤镇东阜路和穗工业园东区28号
邮编：528425     
网址：www.midea.com
版本号：2.0
物料编码： 16156000002684

TEL 400-8899-315

本表格依据SJ/T 11364的规定编制
O：表示该有害物质在该部件所有均质材料中的含量均在GB/T 26572规定的限量要求以下。
X：表示该有害物质至少在该部件的某一均质材料中的含量超出GB/T 26572规定的限量要求。

产品中有害物质的名称及含量

部件名称

汞 镉 六价铬

有害物质

多溴联苯 多溴二苯醚

烫头组件

导汽管组件

水箱组件

外壳组件

电源线

电器组件

热锅组件

配重块

底座

支撑杆组件

辅助配件

This form is prepared as per the regulation of SJ/T 11364
O: It indicates that the contents of the hazardous substance in all the homogenous 
     materials of the component are all below the limit required by GB/T 26572.
X: It indicates that the content of the hazardous substance in at least one of the 
     homogenous materials of the component is over the limit required by 
     GB/T 26572.

Names and Contents of Hazardous Substances in Product

 

Component name

 
Hazardous substance

  

Steamer head assembly

Steam conduit assembly 

Water tank component

Casing assembly

Power cord

Electrical component

Hot pot component
 

Balancing weight
 

Base
 

Support rod assembly

Auxiliary accessories

铅
Lead
(Pb)

 

 

 

 

X 

X 

 

X 

 

 

 

Mercury
(Hg)

 

 

 

 

 

 

 

 

 

 

Cadmium
(Cd)
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Hexavalent
chromium
(Cr(VI))

 

 

 

 

 

 

 

 

 

 

 

Polybrominated 
biphenyls

(PBB)

 

 

 

 

 

 

 

 

 

 

 

Polybrominated 
diphenyl ethers

(PBDE)

 

 

 

 

 

 

 

 

 

 

 

 

 

   

Guangdong Midea Environment Appliances Manufacture Co., Ltd.
Address: No. 28, East Area, Heshui Industrial Park, Dongfu Road, 
                Dongfeng, Town, Zhongshan, Guangdong, China

Postcode: 528425
URL: www.midea.com
Version No.: 2.0
Material number: 16156000002684

放置主机时，将主机向锁紧按钮对面
一侧倾斜平推，再将另一侧放下卡紧

When placing the machine, tilt the machine to 
one side with poles and push smoothly, then put 
down the other side of the mathine and lock.

温馨提示：
为方便安装挂烫衣板，两根支撑杆
的伸缩高度需保持一致

温馨提示：
调整支撑杆高度时，请握住支撑杆，再打
开两侧固定掰手，调节高度后锁紧，以免
支撑杆滑落夹伤手指。

Warm Tips:
In order to facilitate Installation 
of thegarment steamer board，
keep the same height of the two  
support rod

Warm Tips:
When adjust the height of the support rod，
holding the support rod , then open the 
Fixed clamp and fixed the clamp after 
adjusted the support rod, to avoid finger 
hurt when the support rod creep down。

Warm Tips: Don’t fill water in the steam outlet in use machine

轻柔烫/
标准烫/
强力烫

微电
脑式

轻柔烫/
标准烫/
强力烫

微电
脑式

YGD12B1 1.2 6.9Kg
338x358
  x1600
   (mm)

1800
 (W)

220V~
/50Hz

YGD12B2 1.2 6.9Kg
338x358
  x1600
   (mm)

1800
 (W)

220V~
/50Hz

YGD12B1  YGD12B2


